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    Bluetooth® Headset Interface – Enjoy the convenience and mobility of using a single Bluetooth® 
headset for both your cell phone and desk phone.  The optional Bluetooth® headset interface for the 
ICON series IX-5810 phone allows users to pair a Bluetooth® headset with their phone. 

Full-Duplex Speakerphone – The Iwatsu ICON Series IX-5810 phone is equipped with a full-duplex 
speakerphone for superior voice clarity during hands-free calls.

Electronic Bulletin Board – Be Informed! – Iwatsu Ticker Display allows companies to provide 
important messages to their employees such as security alerts, local weather or other customizable 
company announcements by scrolling information across the station display.

Easy Feature Operation – Features such as conference calling, directory speed dialing and call 
forwarding are a breeze with the Iwatsu ICON Series IX-5810.

Self-Labeling Feature Keys – Make it YOURS!  Customize your telephone with access to features 
you need.  The Iwatsu ICON Series IX-5810 phone supports user-programmable feature key 
assignments that display the exact button function on the LCD.

IX-5810 Digital Phone

Part Number: 505810 Pedestal: Integrated Pedestal with 
Wall-Mount Option 

    
Display: 
Viewability: 

7 Line x 24 Character 
Backlit LCD 

Self-Labeling 
Menu Keys: 

10 keys by 2 Screens;  
20 Feature Keys Max 

    
Connection: Digital Start Wire using 1 or 2 

pair Telephone Wire; RJ-11 
Multipurpose 
Keys: 

16 Multipurpose keys or 24 
with the IX-ELK8 

    
Maximum 
Distance: Up to 2,100 Feet* 

Optional 
Modules: 

Bluetooth® Interface 
8 Expansion Keys 

    
Power 
Requirements: Line Powered 

Size: 
Weight: 

10.75”W x 7.85”H x 1.91”D 
2 lbs, 2 oz. 

    
Operating 
Temperature: 32° to 104°F  

 
 

 
*Additional equipment may be required.
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